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PARCEL I.D. #: 03-23-29-0180-48-040
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OWNER: THE CENTER FOR DRUGFREE LIVING
PO BOX 538350
ORLANDO, FL 32853-8350

FIELDING W. FEATHERSTON FL LIC. NO. AR93043
LEGAL DESCRIPTION: ANGEBILT ADDITION H/79 LOT 4 BLK 48

ZONING: NR
OCCUPANCY GROUPS & AREAS
RESIDENTIAL 1,486 GSF NEW SINGLE-FAMILY RESIDENCE

H E A I. T H P A H T N E R s ASBESTOS & LEAD NOTIFICATION

THE CONTRACTOR SHALL NOTIFY THE OWNER AND ARCHITECT IMMEDIATELY IF THE PRESENCE OF
ASBESTOS AND/OR LEAD IS DETECTED. THE CONTRACTOR SHALL SUPPLY THE OWNER WITH AN ASBESTOS
AND/OR LEAD NOTIFICATION FORM PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

STRUCTURAL ENGINEER

WILLIAM F. STUHRKE, PhD, P.E.
12215 REBECCA'S RUN DRIVE
WINTER GARDEN, FL 34787
407 920 3119
wstuhrke@cfl.rr.com

DEMOLITION NOTES

N EW R ES I D E N C E FO R . 1. ALL MATERIALS SHALL BE LEGALLY DISPOSED OF BY THE CONTRACTOR UNLESS NOTED OTHERWISE
. ON THE DRAWINGS. THE DISPOSAL OF ALL CONSTRUCTION MATERIALS SHALL COMPLY WITH ALL
CODES, STATUTES AND LOCAL ORDINANCES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
DISPOSAL COSTS AND FEES.

2. CONCRETE PATCHING: WHERE EXISTING CONCRETE SLABS ARE REMOVED FOR INSTALLATION OF
PLUMBING OR ELECTRICAL SYSTEMS, PATCH AS FOLLOWS: SOIL TREATMENT AT DISTURBED AREAS,
4" CRUSHED ROCK COMPACTED SUBGRADE, 10 MIL POLY VAPOR BARRIER AND 4" CONCRETE (3000

PSI) SLAB WITH WWF REINFORCEMENT. W/6x6-W2.1xW2.1 WWF. VERIFY LOCATION OF EXISTING
UTILITIES BEFORE CUTTING.

REFERENCED CODES:

2010 FLORIDA BUILDING CODE RESIDENTIAL

2010 FLORIDA BUILDING CODE ENERGY CONSERVATION
2010 FLORIDA BUILDING CODE FUEL GAS

2010 FLORIDA BUILDING CODE PLUMBING
2010 FLORIDA BUILDING CODE MECHANICAL
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ARCHITECTURAL SITE PLAN
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SLOPE PATIO MIN. 1/8" PER
FOOT AWAY FROM
STRUCTURE
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10'-0"

SITE & BUILDING DATA:

AREA IN SQUARE FEET

CONDITIONED SPACE: 1,486 GROSS
COVERED PORCH: 208

ZONING INFORMATION:

ZONING: NR

FRONT & REAR SETBACKS: 20'-0"
SIDE SETBACKS: 5'-0"

LOT COVERAGE

TOTAL LOT AREA: 6,744

TOTAL IMPERVIOUS AREA: 2,481

LOT COVERAGE: 37%

FLOOR AREA RATIO

TOTAL LOT AREA: 6,744

TOTAL GROSS BUILDING AREA: 1,486
FLOOR AREA RATIO: 22%

LEGAL DESCRIPTION

ANGEBILT ADDITION H/79 LOT 4 BLK 48
ADDRESS

1414 25TH STREET (ADDRESS TO BE CONFIRMED BY ORANGE COUNTY)
ORLANDO, FL 32805

BUILDING DESCRIPTION
THE BUILDING IS A ONE-STORY, THREE BEDROOM, TWO BATH RESIDENCE

CONSTRUCTED OF CONCRETE MASONRY UNITS ON A SLAB-ON-GRADE FOUNDATION
WITH A PRE-ENGINEERED WOOD TRUSS AND RAFTER ROOF FRAMING SYSTEM.

SITE NOTES:

1. REFER TO CIVIL ENGINEERING DRAWINGS FOR SPECIFIC GRADING,
DRAINAGE AND FINISHED FLOOR ELEVATION INFORMATION.
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TRUSSES BEAR ON DOUBLE TOP PLATE.
CONNECT w/ SIMPSON MTS16 TWIST STRAPS
w/ (14) 10d 1 1/2" NAILS

FOR UPLIFT CAPACITY OF 1,000#

BEAM: (2) 2 x 8 w/ 1/2" PLYWOOD SPACER —
——— PRE-ENGINEERED WOOD TRUS __RAFTER FRAMING_ ——=

=— CONTINUE 18" THICKENED EDGE

SLAB DESIGN AT PATIO FOR COLUMN
FOUNDATION. SEE 3/A301 FOR MORE
INFORMATION.

N BEAM: (2) 2 x 8 w/ 1/2" PLYWOOD SPACER ———

ROOF FRAMING PLAN
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FOUNDATION PLAN

1/4" =1'-0"

FOUNDATION NOTES:

CMU CELLS SHALL BE FILLED AS INDICATED IN THE FOUNDATION PLAN AND 6'-0" O.C. MAX.

ROOF FRAMING NOTES:

PRE-ENGINEERED WOOD TRUSSES SHALL BE DESIGNED BY TRUSS
MANUFACTURER. TRUSS MANUFACTURER SHALL PROVIDE ALL STRUCTURAL
CALCULATIONS NECESSARY TO VERIFY ADEQUATE STRUCTURE.

LINTEL SCHEDULE
Mark MODEL MANUFACTURER LENGTH
L1 8F16-1T/1B CAST-CRETE 6'-4
L2 8F16-1T/1B CAST-CRETE 6'-4
L3 8F16-1T/1B CAST-CRETE 4'-4
L4 8F16-1T/1B CAST-CRETE 7 -4
L5 8F16-1T/1B CAST-CRETE 4'-4
L6 8F16-1T/1B CAST-CRETE 5-4
L7 8F16-1T/1B CAST-CRETE 7-4
L8 8F16-1T/1B CAST-CRETE 5-4
L9 8F16-1T/1B CAST-CRETE 5-4
L10 8F16-1T/1B CAST-CRETE 6'-4
L11 8F16-1T/1B CAST-CRETE 6'-4

4

LOAD BEARING STUD WALL:

20 GA. METAL STUDS @ 16" O.C.
BOTTOM TRACK ATTACHED
WITH POWDER ACTUATED
FASTENERS @ 24" O.C.

#5 REBAR, CONT.

4" CONCRETE SLAB
2,500 PSI, REINF. w/ FIBERMESH AND/OR
6 x 6 #10 WWM

— VAPOR BARRIER

THICKENED SLAB @ INTERIOR LOAD

COMPACTED FILL @ THICKENED SLAB

BEARING WALL

INFILL STUD — /\ CRIPPLE STUD

HEADER TRACKS —._

MEMBERS

6" NOM. C-STUD
20GA.

T JAMB

ANGLE —/ g

ADDITIONAL
ANCHORAGE
@ JAMB

1"=1-0"

@ BOX HEADER

STRUCTURAL SPECIFICATIONS:

THE SINGLE FAMILY RESIDENTIAL STRUCTURE HAS BEEN DESIGNED IN
ACCORDANCE THE REQUIREMENTS OF THE 2010 FLORIDA BUILDING CODE,
RESIDENTIAL, CHAPTER 3, SECTION R301 DESIGN CRITERIA AND ASCE 7.

WIND LOAD REQUIREMENTS EMPLOYED IN THE DESIGN OF THE STRUCTURE:
ULTIMATE WIND SPEED: VULT = 140 MPH

WIND BOURNE DEBRIS: NO

BASIC WIND SPEED: VASD = 108 MPH

BUILDING CATEGORY II, ENCLOSED

WIND EXPOSURE C

STAGNATION PRESSURE QZ =29.9 PSF

DESIGN PRESSURE (WORST CASE CONDITION):

COMPONENTS & CLADDING +24.45 PSF 34.03 PSF

UNIFORMLY DISTRIBUTED LIVE LOADS EMPLOYED IN THE DESIGN:

ROOF 20 PSF
LIVING AREAS 40 PSF
STAIRS 60 PSF
BALCONIES/DECKS 60 PSF

ALL CONNECTIONS HAVE BEEN CHECKED TO WITHSTAND ALL APPLICABLE
LOADS.

ALL DETAILS AND SECTIONS SHOWN ON THE DRAWINGS ARE INTENDED TO
BE TYPICAL AND SHALL BE CONSTRUED TO APPLY TO ANY SIMILAR SITUATION
ELSEWHERE ON THE PROJECT, EXCEPT WHERE A DIFFERENT DETAIL IS
SHOWN.

ALL CONCRETE BLOCKS SHALL BE STANDARD WEIGHT BLOCKS CONFORMING
TO ASTM C90, GRADE N1 WITH FM=1000 PSI, LAID IN RUNNING BOND WITH
TYPE S MORTAR.

WHERE SHOWN, CORES OF CONCRETE BLOCK MASONRY SHALL BE FILLED
WITH PEA GRAVEL CONCRETE WITH A MINIMUM COMPRESSIVE STRENGTH
OF 3000 PSI AT 28 DAYS. SLUMP SHALL BE EQUAL TO 8 TO 10 INCHES.

IN MASONRY HEADERS EXTEND THE BOTTOM STEEL REINFORCEMENT A
MINIMUM OF 6 INCHES INTO PILASTER OR POURED COLUMN AND WIRE TIE
TO VERTICAL REINFORCEMENT STEEL.

SOIL BORINGS HAVE NOT BEEN MADE. FOOTINGS HAVE BEEN DESIGNED FOR
A SOIL BEARING CAPACITY OF 2,500 PSF, LESSER SOIL BEARING CAPACITY IS
THE RESPONSIBILITY OF THE BUILDING CONTRACTOR. FOOTINGS SHALL
BEAR ON SOIL COMPACTED TO A DENSITY OF AT LEAST 95% OF THE
STANDARD PROCTOR MAXIMUM DENSITY (AASHOT99). THE SOIL SHALL BE
COMPACTED TO THIS DENSITY TO A DEPTH OF AT LEAST THREE FEET BELOW
THE BOTTOM OF THE FOOTINGS.

FILL UNDER THE FLOOR SLAB SHALL BE COMPACTED TO AT LEAST 95% OF
THE STANDARD PROCTOR MAXIMUM DENSITY AND TREATED FOR TERMITES
IN ACCORDANCE WITH THE REQUIREMENTS OF THE 2010 FLORIDA BUILDING
CODE, RESIDENTIAL.

CONCRETE SHALL HAVE AN UNCONFINED COMPRESSIVE STRENGTH OF 2500
PSI AT 28 DAYS.

THE BUILDING CONTRACTOR SHALL CHECK ARCHITECTURAL, MECHANICAL
AND ELECTRICAL DRAWINGS FOR OPENINGS, SLEEVES, ANCHORS, HANGERS,
SLAB DEPRESSIONS, DIMENSIONS, PITCH AND OTHER RELATED ITEMS AND
SHALL ASSUME RESPONSIBILITY FOR THEIR PROPER LOCATION, PLACEMENT
AND CONTINUITY.

ALL REINFORCING STEEL SHALL BE NEW BILLET STEEL CONFORMING TO
ASTM 615 GRADE 40.

ALL REINFORCING STEEL SHALL BE PROVIDED WITH A MINIMUM OF 3 INCHES
OF CONCRETE COVER, WHEN INSTALLED BELOW GRADE AND 2 INCHES OF
CONCRETE COVER ABOVE GRADE.

ALL CONTINUOUS VERTICAL OR HORIZONTAL REBARS IN FOOTINGS, BEAMS
AND OTHER CONCRETE SHALL BE SPLICED WHERE NECESSARY OR
DESIRABLE BY WIRING TOGETHER IN CONTACT. THE LENGTH OF #5 BAR LAPS
SHALL BE A MINIMUM OF 25 INCHES (40 BAR DIAMETERS).

ALL FRAMING SHALL BE FABRICATED AND INSTALLED AS PER AITC, TPl AND
NATIONAL DESIGN SPECIFICATIONS FOR WOOD CONSTRUCTION.

ALL WOOD STRUCTURAL MEMBERS SHALL BE CONTROLLED STRESS GRADE
LUMBER HAVING A FIBER STRESS OF AT LEAST 1200 PSI.

Roof Nailing Schédule

ROOF SHEATHING NAILING ZONE NOTES

ROOF SHEATHING NAILING PATTERN:

ZONE 1: USE 8d RING SHANK CODE-COMPLIANT NAILS @ 6" O.C. AT EDGES AND 12"

INTERMEDIATE
ZONE 2: USE 8d RING SHANK CODE-COMPLIANT NAILS 6" O.C. ALL FIELDS
ZONE 3: USE 8d RING SHANK CODE-COMPLIANT NAILS 4" O.C. ALL FIELDS

WALL SHEATHING NAILING PATTERN

USE 8d RING SHANK CODE-COMPLIANT NAILS

AT

ELSEWHERE:

1/2'

SECOND FLOOR NAILING:

SHEATHING SEGMENTS: PANEL EDGES 6" O.C.

8" O.C. INTERMEDIATE

PANEL EDGES 6" O.C.
12" O.C. INTERMEDIATE
' GYPSUM CEILING: USE 5d NAILS AT 7" O.C.

8d @ 6" O.C. EDGES (GLUE & NAIL)
@ 12" O.C. IN FIELD

SHEATHING RAFTER/TRUSS
YV 7\\\ T
/ \ | BULDING
| woTH
! i
~
BUILDING \BLCJCKIN& ® 48' OC.
LENGTH FIRST 2 SPACES
¢ S EACH END

Roof Sheathing Layout

MINIMUM FASTENER TO BE EMPLOYED IN SECURING ROOF

SHEATHING MATERIALS IS TO BE AN 8d RING SHANK NAIL WITH
THE FOLLOWING DIMENSIONS:

0.113” NOMINAL SHANK DIAMETER
RING DIAMETER OF 0.012” OVER SHANK DIAMETER

1

6 TO 20 RINGS PER INCH

0.280” FULL ROUND HEAD DIAMETER
2” LENGTH

O.

BIDDING SET NOT FOR CONSTRUCTION

@ ROOF NAILING SCHEDULE
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K \ | a ‘ PT-2  BEHR LUSTER WHITE W-B-600, INTERIOR SEMI-GLOSS SHEEN WILLIAM F. STUHRKE. PhD. P.E
N | 07 ‘ o ! PT-3 COLOR TO BE SELECTED BY ARCHITECT 12215 REBEGCA'S RUN DRIVE
\ | | ¢ } PT-4 COLOR TO BE SELECTED BY ARCHITECT WINTER GARDEN, FL 34787
‘ | 407 920 3119
| |
| | . | | BASE TRIM: BT-1  1x4 SYP BASE, PAINTED PT-2 wstuhrke@cfl.rr.com
\ } g | ‘
} ‘ ~ \ | DRYWALL FINISH: MIN. LEVEL 3 FINISH ALL AREAS, NO TEXTURE —
\ .@ ! ! ‘ ‘
| 9'-10" 4 -8" 3-71/2" | 7o UTILITY @ | ! PLASTIC LAMINATE: PL-1  FORMICA PLASTIC LAMINATE, NATURE SOLIDZ 7815
‘ y ’ | | PL-2  FORMICA PLASTIC LAMINATE, NATURAL ASH 8843
‘ VESTIBULE | |
| e ) [ 05 | | CERAMIC WALL TILE: CT-1 CERAMIC TILE
! MILLWORK 04 | ‘
| SHELVES ‘ | GYPSUM BOARD: ALL GYPSUM BOARD TO BE NON-PAPER FACED
| R ‘ | GEORGIA-PACIFIC DENSARMOR PLUS OR EQUAL WILLIAM F. STUHRKE, PhD, P.E. FL LIC. NO. 22150
| AHU i (04 ]) WiD | i ALL DRYWALL IN WET AREAS SHALL BE MOISTURE-RESISTANT DRYWALL
| ROLL-IN | ‘
| sower [ CLOSET 106 | | 551 CORIANWILLOW ALLIDEAS, PESIGNS ARRANGEVENTS
S ! 08 } | . . BY THIS DRAWING ARE OWNED BY AND
, \ | ‘ GABLE END RAINSCREEN: AZEK DECK HARVEST COLLECTION BROWNSTONE 1" x 3 1/2 THE PROPERTY OF PROCESS
o ! | ‘ | ‘ ARCHITECTURE, LLC AND WERE CREATED
| | ! T - ROLLER SHADE: MECHO SHADE SUBURBAN/2 THERMOVEIL LIGHT GRAY 0910 FOR USE ON AND IN CONNECTION WITH
| [ ! ! THE SPECIFIED PROJECT. NONE OF THE
! £ | ‘ L ,,,,,,,,,,,,,,,,,,, J IDEAS, DESIGNS, ARRANGEMENTS OR
‘ - J ‘ PLANS SHALL BE USED WITHOUT THE
}  — — & CLOSET HI | WRITTEN PERMISSION OF PROCESS
| — \ | ‘h 777777 j‘ N . ARCHITECTURE, LLC.
| . | INTERIOR FINISH NOTES:
NEX I E\Il 11 } | } } WARNING: REPRODUCTION HEREOF IS A
N, 1 ‘ I I CRIMINAL OFFENCE UNDER 18 U.S.C. SEC
5 || - | | | 2 RO?F P'LAI"N 1. CONTRACTOR SHALL PROVIDE ALL INTERIOR FINISHES AS SPECIFIED HEREIN. 506 UNAUTHORIZED DISCLOSURE MAY
= | & ‘ ‘ ‘ 1/8"=1"'-0 ARCHITECT SHALL BE NOTIFIED OF ANY DISCREPANCIES OR OMISSIONS PRIOR COSNST'T%TE TRAgE SECF(SJET ONO
| a | | | TO PROCEEDING WITH WORK. 1C24-2.31-L.ET. SEQ. AND OTHER LAWS,
_ I 5 KITCH EN | THE IDEAS, ARRANGEMENTS AND DESIGNS
5 | BR 2 ‘ | | 2. ALL FINISH DIMENSION LINES ARE FROM THE FINISHED WALL/FLOOR/CEILING. DISCLOSED HEREIN MAY BE PATENTED OR
K } | 03 | | BE THE SUBJECT OF PENDING PATENT
s | 12 | 8 f | | ROO F I N G I N FO R MAT I O N . 3. ALL MISCELLANEOUS GRILLES, PLATES OR OTHER DEVICES SHALL BE PAINTED APPLICATION.
- | | 5 i | . . TO MATCH THE WALL OR CEILING IN WHICH THEY ARE INSTALLED UNLESS PRE-
K N——— ! i B FINISHED.
o ! o Y .
A201 | 3 - | @ | K R 4] A201 ROOF SYSTEM TYPE: ﬁﬁ%ﬁﬂ“ﬁj&ﬁ?g&'\'ﬁ,\lﬁ’gﬁ“" METAL ROOF 4. ALL PAINTED GYPSUM BOARD TO RECEIVE AT LEAST (2) COATS LATEX PRIMER
} 40 | o i AND (2) COATS PAINT.
| —
‘ | . "
\ | :, ROOF DECK TYPE: 1/2" CDX ROOF SHEATHING 5. ALL GYPSUM BOARD IN KITCHEN AND BATH AREAS TO BE MOISTURE-RESISTANT
| | ~
| R = FASCIA WRAP: ALUMINUM, MIN. 0.050 GA GYPSUM BOARD. Q)
o || LL |
— Ll ' -
i 4 | @ SOFFIT PANEL: HARDISOFFIT FIBER CEMENT SOFFIT PANEL 6. ALL INTERIOR DOORS SHALL BE PAINTED P-2. Z
[ee] | | |
‘ i Q O Q | VENTED SMOOTH, MONTEREY TAUPE 7. ALL TOILET ACCESSORIES SHALL BE BRUSHED STAINLESS FINISHED. m >
| i | —
\ — ; i \ ALL EXTERIOR WOOD FASCIA BOARD SUBSTRATE, CONCEALED WOOD TRIM AND
| FOLLIN BATH 2 VESTIBULE : | | BLOCKING SHALL BE PRESSURE-TREATED. 9. ALL CABINET HARDWARE SHALL HAVE SATIN NICKEL FINISH. -
[\ | 1 /- 71/2 3 A201 | 02 | 5:> | 4¢A<
— | |
< Ai‘ SO, | | | @ | FINISH SCHEDULE 0w
1 = | | |
JNING ‘ — N | oo
| i Lo ATTIC | | CEILING L
| ACCESS | P I_U M B I N G F I XTU R ES . NUMBER NAME BASE FINISH FINISH FLOOR FINISH | WALL FINISH 7 (DD
| | I ]
| T —J 'LIVING ROOM 0 01 LIVING ROOM BT-1 PT-1 VCT-1 PT-1 E Y
HOSE™IB | o 02 VESTIBULE BT-1 PT-1 VCT-1 PT-1 Y < O L0
> || ) \ 01 | BATH WATER CLOSET: KOHLER HIGHLINE COMFORT HEIGHT ELONGATED DUAL-FLUSH, WHITE 03 KITCHEN BT-1 PT-1 VCT-1 PT-1 e o F O
| v | | 04 VESTIBULE BT-1 PT-1 VCT-1 PT-1 @) o W oo
| % | | BATH LAVATORY: KOHLER VERTICYL K-2882-0, UNDERMOUNT, WHITE 05 UTILITY BT1 PT1 VCT-1 PT1 LL T O w o
‘ 2'-10 1/2" ‘ ‘ X X
| _ z | | BATH FAUCET: DELTA CLASSIC 4 IN. CENTERSET SINGLE-HANDLE, METAL LEVER, CHROME 06 AHU NIA PT-1 CONCRETE  |PT-1 W = oL X ™
| g | | 07 BR 1 BT-1 PT-1 VCT-1 PT-1 O
‘ ‘ | NS TUB/SHOWER FIXTURE: DELTA CLASSIC SINGLE-HANDLE TUB SHOWER FAUCET, CHROME 08 CLOSET BT-1 PT-1 VCT-1 PT-1 = < nd N L
N I | @ } _ 09 BATH 1 CT-1/BT-1 PT-1 FT-2/FT-3 WT-2/PT-1 L U] L
q} @ | & KITCHEN SINK: ELKAY NEPUNE UNDERMOUNT, STAINLESS STEEL, 31-3/4 x 18-1/4 X 8 0 CLST BT1 PT1 VCT1 PT1 ) - T o
| I
| BR 3 CLOSET | - o KITCHEN FAUCET: DELTA CLASSIC SINGLE-HANDLE SIDE SPRAYER, CHROME 11 CLOSET BT-1 PT-1 VCT-1 PT-1 %) L Z = I
& } - 12 BR 2 BT-1 PT-1 VCT-1 PT-1 ul W O
= 14 15 ‘ - o | ELECTRIC WATER HEATER:  RHEEM PERFORMANCE 40 GAL. ELECTRIC 4500/4500W 13 BATH 2 CT-1/BT-1 PT-1 FT-2/FT-3 WT-2/PT-1 LLl x O N 2
T VAVAVAA | ! ; 14 BR 3 BT-1 PT-1 VCT-1 PT-1 a4 — < <
i | P ATIOFLOOR COVERED PORCH 15 CLOSET BT-1 PT-1 VCT-1 PT-1 ; A W 5 1
| |
| SLAB FLUSH I 16 COVERED PORCH CONC. L 0 I < x
\l N e 23 3 ° SN 17 17 COVERED PORCH CONC. = <k« 0O
| |
| ©) ‘ & |
‘ | ‘ o WINDOW SCHEDULE*
e A302 /- — 4 ol I !
T N Type Mark Width Height Glass Type Head Height Manufacturer Model
8.0 8- 0" 15 - 4 REVISION
A 4 -0Q" 4'-0" Glass - Clear - PGT 6'-8" PGT Industries HR-XO NO. DESCRIPTION DATE
16'-0" 15'- 4" B 5'-0" 3-8" Glass - Clear - PGT 6'-8" PGT Industries HR510-XOX
31 4" [ 3-0" 1-0" Glass - Clear - PGT 6'-8" PGT Industries HR-XO 2 ORANGE COUNTY _ 7/10/2014
| D 6-0" 3-8 Glass - Clear - PGT 6-8" PGT Industries HR510-XOX 3 ORANGE COUNTY.__10/10/2014
E 5-0" 4'-0" Glass - Clear - PGT 6'-8" PGT Industries HR-XO
* ALL PGT WINDOWS SHALL BE PGT ALUMINUM HR-210. Z
2
[
A201 DOOR SCHEDULE
DIMENSIONS UPDATED Mark Width Height Description Finish Frame Material Comments Q
01 3-0" 6'-8" INSULATED ENTRY DOOR PT-3 FIBERGLASS |MASONITE BELLVILLE FIBERGLASS SMOOTH FLUSH DOOR
02 3-0" 6'-8" INSULATED ENTRY DOOR PT-3 FIBERGLASS |MASONITE BELLVILLE FIBERGLASS SMOOTH FLUSH DOOR
1 FLOOR PLAN 03 3-0" 6'- 8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG
1/4"=1-0 04 3-0" 6'- 8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG
05 3.0 6-8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG I
06 3-0" 6'- 8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG
07 2'-8" 6 -8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG PROJECT NUMBER:
FLOOR PLAN NOTES: TOILET ACCESSORIES: 2 s T |Holiowoone mEmior oo e T 13046
. . 10 2'-8" 6'-8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG
11 3-0" 6'-8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG DATE
12 2'-8" 6'-8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG 04/21/2014
1. PROVIDE SOUND ATTENUATION INSULATION IN WALLS WHERE INDICATED IN PLAN. MIRROR/CABINET: NUTONE COVE 16 x 26 IN. RECESSED, BASIC WHITE 13 3-0" 6 -8" HOLLOW CORE INTERIOR DOOR PT-2/WD PRE-HUNG
PRODUCT: OWENS CORNING SOUND BATTS 3 1/2 1 > g T HOLLOW CORE INTERIOR DOOR BT-2/WD PRE-HUNG ISSUE
TOWEL BAR: GATCO, POLISHED CHROME, 24"
2. CLEAN AND PREPARE CONCRETE FLOOR SLAB FOR VCT ADHESIVE AND TILE PER
MANUFACTURER'S INSTRUCTIONS. TOILET TISSUE HOLDER: GATCO, POLISHED CHROME BIDDING
3. ALL INTERIOR STUD WALLS SHALL USE 20 GA. METAL STUDS. SHOWER CADDY: CORNER BASKET SHOWER CADDY SHELF B5109 SHEET TITLE
SN BN KTGHEN & AT SOLUTIONS DOOR & HARDWARE INFORMATION:
4. REFER TO DETAILS 5/A301 & 6/A301 FOR BATHROOM VANITY CONSTRUCTION. (OR SIMILAR PRODUCT) . FLOOR & ROOF
5. REINFORCE PERIMETER AREAS SURROUNDING SHOWERS AND TOILETS WITH DOOR HARDWARE: SCHLAGE LATITUDE LEVER, STAIN NICKEL PLANS
PT WD BLOCKING FOR FUTURE GRAB BAR INSTALLATION. LS-1  F40 LAT 619 PRIVACY BED/BATH LOCK AT BATHROOMS ONLY
LS-2  F10 LAT 619 PASSAGE SET AT BEDROOMS AND NON-BEDROOM CLOSETS
LS-3  F51 LAT 619 KEYED ENTRANCE LOCK AT ALL BEDROOM CLOSETS, EXTERIOR DOORS
DB-1  B60N 619 DEADBOLT LOCK AT EXTERIOR DOORS SHEET NO.

ALL HINGES, STRIKES AND DOOR HARDWARE ACCESSORIES TO MATCH SATIN NICKEL FINISH.

PLOT DATE:

1/19/2015 6:48:56 AM

© 2010, 2011 PROCESS ARCHITECTURE, LLC

ENTRY DOOR SHALL HAVE SCHLAGE DOOR VIEWER, SATIN NICKEL, 698-619.
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TEMPLATE VERSION:

PROCESS ARCHITECTURE

ARCHITECT
PROCESS ARCHITECTURE, LLC
P.O. BOX 4576
ORLANDO, FL 32802-4576
407 924 8884
www.beginprocess.com
AA26001447
METER BASE
/ FIELDING W. FEATHERSTON FL LIC. NO. AR93043
HEAT
PUMP STRUCTURAL ENGINEER
FLUOR. | WILLIAM F. STUHRKE, PhD, P.E.
UTILITY | 12215 REBECCA'S RUN DRIVE
FIX. | WINTER GARDEN, FL 34787
|1 407 920 3119
_ JJ wstuhrke@cfl.rr.com
UTILITY {’:
05 |
CONDENSATE
LINE OUTLET
ON SPLASH BLOCK
g4 = DUPLEX OUTLET, GFI, TYP. ‘
| LC)L ‘ |
| |
L rlborescent || 2% clt_ = DUPLEX OUTLET, TYP. L] |
UNDERCABINET \
77 LIGHTING, I = - I a0 WILLIAM F. STUHRKE, PhD, P.E. FL LIC. NO. 22150
- CLOSET CONT. I . a OUTLET, DRYER ‘ ‘—~— SOFFIT
o | | | |
@C I | | A " | | ALL IDEAS, DESIGNS, ARRANGEMENTS
? él | | , 46 = OUTLET, RANGE | | AND PLANS INDICATED OR REPRESENTED
— } } W \ — ‘{ } BY THIS DRAWING ARE OWNED BY AND
- - PENDANT | B THE PROPERTY OF PROCESS
) S - | / | f ‘ = o SWITCH, TYP. (1] = | ARCHITECTURE, LLC AND WERE CREATED
[ { |— XN | _ % “n D | FOR USE ON AND IN CONNECTION WITH
| \ | | o SWITCH, 3-WAY, TYP. [ | THE SPECIFIED PROJECT. NONE OF THE
} \ | // | o + ‘ o IDEAS, DESIGNS, ARRANGEMENTS OR
| . -, | QO LIGHT FIXTURE, WALL MOUNTED 3 WAL —— WRITTEN PERMISSION OF PROCESS.
! v \
BR 2 | A (&  SMOKE DETECTOR, CEILING MOUNTED | h ARCHITECTURE, LLC.
‘ y-———-- ‘ WARNING: REPRODUCTION HEREOF IS A
| / |
o LIGHT FIXTURE, RECESSED CEILING CRIMINAL OFFENCE UNDER 18 U.S.C. SEC
EE O N 12 S5 } // KlTC‘HEN | } 506 UNAUTHORIZED DISCLOSURE MAY
N | E E | CONSTITUTE TRADE SECRET
hN | / 03 > LIGHT FIXTURE, SURFACE-MOUNTED, CEILING v Q Q y L MISAPPROPRIATION IN VIOLATION OF
N ! Lo — (PENDANT WHERE NOTED) 4 ﬂ | ! - 1C24-2-31-1-ET. SEQ. AND OTHER LAWS.
\ ‘ // / ‘ ‘ ‘ THE IDEAS, ARRANGEMENTS AND DESIGNS
N } ;S | __ } DISCLOSED HEREIN MAY BE PATENTED OR
. _ ‘ e / PENDANT _ e = BATHROOM EXHAUST FAN, IN CEILING _ ‘ BE THE SUBJECT OF PENDING PATENT
\ LLIIj | // // L @0: IIlILJ | APPLICATION.
=T~ | | v |
= ~. x | e o |
Q- \5$ ® I ) /f\ ‘f\ ~ LIGHT FIXTURE, FLUORESCENT UTILITY, SURFACE-MOUNTED |
. - - - f— I t—
ﬁi I A A — ——r ; i
VESTIBULE | FLOOD | IGHT FIXTURE, EXTERIOR FLOOD LIGHT |
BATH 2 ‘ 7 ‘
1 02 } el ﬂ MAIN ELECTRICAL PANEL }
5 | LIVING ROOM _ i @)
L] e _—
e - Q\ | 01 CATV  CABLE TV OUTLET | Z
- P z - ‘ | —
/ (FH
. Q - © ATTIC LIGHT | e TELEPHONE JACK | >
e B S e — —
- | | 1
‘\\\ e @ | |
‘ ¢ \\#’/ /gé | TRACK LIGHT LI
E—————— | \ L
/
J/ ) 60" RECESSED (/)
D= | EQ | EQ x o
L/ CATV L 4/ N LL
2 / , Is METER BASE
; p p Z O
o BR3 s 4) ELECTRICAL SYMBOLS = 2
/ |
=S / /‘k .. D: DD: LO
/
¥ <0 o
L O Lyl ®
‘ L T oWd
W oL x o™
" S Zabhi
. L < 1] N
J /)@ s J 2 |j|:J l— I O
FLOOD F) Z I_ D
ELECTRICAL PLAN MECHANICAL PLAN W w Lo
1 mn 1 mn 2 n 1 n m Z
1/4" = 1'-0 1/4" = 1'-0 x O (Q\
F - < <
= oWy
L 0 I g X
ELECTRICAL NOTES: MECHANICAL NOTES: 2 <k 40
11/2" RIGID NIPPLE WITH 1. SMOKE DETECTORS SHALL HAVE BATTERY BACKUP AND BE INTERCONNECTED. 1. REFER TO ATTACHED ENERGY CALCULATIONS FOR SPECIFIC EQUIPMENT AND
2 #1 AND 1 #3 CU THW CONDUCTOR A/C DISCONNECT DUCT LAYOUT INFORMATION.
150 AMP SERVICE . SVFE‘?EEESASTEgNNECT AT AIR HANDLING UNITLOCATION AND AT ELECTRIC 2. ALL DIFFUSERS AND GRILLES SHALL BE WHITE METAL SHOEMAKER 951 SERIES REVISION
ADJUSTABLE AND CENTERED IN THE SPACE THEY ARE LOCATED AS NOTED IN NO.  DESCRIPTION DATE
3. VERIFY MINIMUM 4 PAIR PHONE LINE. THE MECHANICAL PLAN.
2 ORANGE COUNTY 7/10/2014
METER ‘ 4. ALL INTERIOR OUTLETS TO BE MIN. 12-0" O.C. AND MIN.6'-0" FROM OPENINGS. 3. REFER TO ENERGY CALCULATIONS FOR THERMOSTAT LOCATION. 3 ORANGE COUNTY __10/10/2014
1
5. ALL OUTLETS IN BEDROOMS TO HAVE ARC-FAULT PROTECTION. 4. ROUTE CONDENSATE LINE TO DISCHARGE A MINIMUM OF 1'-0" AWAY FROM
STRUCTURE ONTO PRE-CAST CONCRETE SPLASH BLOCK.
TYPICAL 6. LOCATE KITCHEN RECEPTACLES AT COUNTERTOPS 2'-0" FROM END OFCOUNTER
ELECTRICAL AND 4'-0" O.C IN BETWEEN, TYP. 5. BATHROOM FANS: NUTONE HEAVY DUTY 80 CFM EXHAUST FAN, WHITE
PANEL (40 [ ]
cmcué) W/ MAIN —>  #12 COPPER W/ 20 AMP BREAKER 7. ELECTRICAL MATERIALS AND INSTALLATIONS SHALL COMPLY WITH APPLICABLE
L DISCONNECT D> #10 COPPER TO WATER HEATER PROVISIONS OF THE 2008 NATIONAL ELECTRICAL CODE, LOCALCODES AND THE
== DISCONNEL T LOCAL ELECTRIC UTILITY.
-+ |~ #6 COPPER TO RANGE
8. ALL INTERIOR RECEPTACLES, SWITCHES AND COVER PLATES SHALL BE WHITE
TELECOMM NOTES:
#14 COPPER W/ 15 AMP BREAKER .
#12 COPPER W/ 15 AMP BREAKER
— —— UNDERGROUND/OVERHEAD (WHEN REQ'D) o BARE BULB FIXTURE TO BE PROVIDED IN ACCESSIBLE ATTIC SPACE. 1. IN ADDITION TO CATV AND PHONE OUTLETS NOTED IN KITCHEN AND LIVING AREAS, (1)
SERVICE BY POWER COMPANY ADDITIONAL CATV OUTLET HAS BEEN PLACED IN THE UTILITY CLOSET FOR FUTURE —
ELECTRICAL FIXTURES: CONNECTION OF WIRELESSIDATA
#4 BSD COPPER TO 5/8" X 8'-0" GALVANIZED GROUND ROD. _ PROJECT NUMBER:
BOND TO FOOTING STEEL WHEN REQUIRED. PENDANT FIXTURE:  HAMPTON BAY 1-LIGHT BRUSHED NICKEL WAREHOUSE PENDANT m 13046

RECESSED FIXTURE:  LITHONIA LIGHTING 4 IN. MATTE WHITE LED RECESSED BAFFLE KIT
@ ELECTRICAL RISER DIAGRAM DATE

PLOT DATE:

1/19/2015 6:48:58 AM

© 2010, 2011 PROCESS ARCHITECTURE, LLC

TRACK LIGHTING: LITHONIA LIGHTING STEP 3-LIGHT LED WHITE LED TRACK LIGHTING KIT 04/21/2014
BEDROOM: ISSUE
BEDROOM CLOSET:  LITHONIA LIGHTING VERSI LITE 7 IN. WHITE LED FLUSHMOUNT
UNDERCABINET: COMMERCIAL ELECTRIC 24 IN. LED UNDERCABINET TASK AND ACCENT BIDDING
SHEET TITLE

EEHIY' LITHONIA LIGHTING 4 FOOT FLUSH MOUNT CEILING WHITE WRAPAROUND MECHANICAL &
VANITY: HAMPTON BAY ARLA 2-LIGHT BRUSHED NICKEL VANITY FIXTURE ELECTRICAL
RECESSED PLANS
(WET AREA): LITHONIA LIGHTING 4 IN. MATTE WHITE LED GLASS SHOWER KIT
PORCH LIGHT: JUNO MSL SERIES OUTDOOR WHITE LED MINI SECURITY LIGHT WITH SHEETHO:

DAYLIGHT SENSOR
FLOOD LIGHT: LITHONIA LIGHTING TWIN HEAD LED MOTION SENSING WHITE FLOOD A 1 O 2

LIGHT




ALUMINUM STORERFONT SYSTEM
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ARCHITECT

PROCESS ARCHITECTURE, LLC
P.O. BOX 4576

ORLANDO, FL 32802-4576

407 924 8884
www.beginprocess.com
AA26001447

FIELDING W. FEATHERSTON FL LIC. NO. AR93043

STRUCTURAL ENGINEER

WILLIAM F. STUHRKE, PhD, P.E.
12215 REBECCA'S RUN DRIVE
WINTER GARDEN, FL 34787
407 920 3119
wstuhrke@cfl.rr.com

WILLIAM F. STUHRKE, PhD, P.E. FL LIC. NO. 22150

ALL IDEAS, DESIGNS, ARRANGEMENTS
AND PLANS INDICATED OR REPRESENTED
BY THIS DRAWING ARE OWNED BY AND
THE PROPERTY OF PROCESS
ARCHITECTURE, LLC AND WERE CREATED
FOR USE ON AND IN CONNECTION WITH
THE SPECIFIED PROJECT. NONE OF THE
IDEAS, DESIGNS, ARRANGEMENTS OR
PLANS SHALL BE USED WITHOUT THE
WRITTEN PERMISSION OF PROCESS
ARCHITECTURE, LLC.

WARNING: REPRODUCTION HEREOF IS A
CRIMINAL OFFENCE UNDER 18 U.S.C. SEC
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PLATE CONNECTORS, TYP.
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—~=—— TOP TRACK & STUD TO TRUSS:

SIMPSON S/H1

(3) #10 METAL SCREWS
& (6) 8d x 1/2" NAILS
CAP: 265#

LOAD-BEARING METAL STUD WALL

\

6 STUD/TRUSS/RAFTER CONNECTION
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May 24, 2012 Standard Gable End Detalil ST-GE140-SP
R MiTek USA, Inc.  Page 1 of 2
Typical _x4 L-Brace Nailed To
2x_ Verticals W/10d Nails, 6" o.c. Vertical Stud
: (4) - 16d Common <
Vertical Stud Wire Nails | QQEC%NAL
NS . -
MiTek USA, Inc. Ne ;\?_d Ch?njlmon
SECTION B-B e D ire Nails
DIAGONAL BRACE -—" : Spaced 6" o.c.
4-0"0.C. MAX o (2) - 10d Common 17 - o6 Stud or
Wire Nails into 2x6 -
; TRUSS GEOMETRY AND CONDITIONS e Al o = BV 2x4 No.2 of better
- SHOWN ARE FOR ILLUSTRATION ONLY. ‘ Typical Horizontal Brace
) e} Nailed To 2x_ Verticals
12 /(4)-10d C Nail
_ _ SECTION A-A od'sug  "W(4)-10d Common Nalls
- A Varies to Common Truss
* *
PROVIDE 2x4 BLOCKING BETWEEN THE FIRST
S e b ggi\magggégI\SEFSEI\EII\IC%“?EEIFENG TWO TRUSSES AS NOTED. TOENAIL BLOCKING
A TO TRUSSES WITH (2) - 10d NAILS AT EACH END.
g *¥% ATTACH DIAGONAL BRACE TO BLOCKING WITH
A (5) - 10d COMMON WIRE NAILS.
é é 3x4 =
N (4) - 8d NAILS MINIMUM, PLYWOOD
| SHEATHING TO 2x4 STD SPF BLOCK
* - Diagonal Bracing % % - L-Bracing Refer
Refer to Section A-A to Section B-B .
.24"Max Roof Sheathing
NOTE: Y A )
1. MINIMUM GRADE OF #2 MATERIAL IN THE TOP AND BOTTOM CHORDS. L _ »
2. CONNECTION BETWEEN BOTTOM CHORD OF GABLE END TRUSS AND 13" '
WALL TO BE PROVIDED BY PROJECT ENGINEER OR ARCHITECT. -3 (2) - 10d ;
3. BRACING SHOWN IS FOR INDIVIDUAL TRUSS ONLY. CONSULT BLDG. le Max. > Rl (2) - 10d NAILS
ARCHITECT OR ENGINEER FOR TEMPORARY AND PERMANENT r
BRACING OF ROOF SYSTEM.
4. "L" BRACES SPECIFIED ARE TO BE FULL LENGTH. GRADES: 1x4 SRB .
OR 2x4 STUD OR BETTER WITH ONE ROW OF 10d NAILS SPACED 6" O.C. 1
5. DIAGONAL BRACE TO BE APPROXIMATELY 45 DEGREES TO ROOF 1 ' "
DIAPHRAM AT 4'-0" O.C. 4 : ‘ | TrUSSGS @ 24 0.C.

6. CONSTRUCT HORIZONTAL BRACE CONNECTING A 2x6 STUD AND A |

2x4 STUD AS SHOWN WITH 16d NAILS SPACED 6" O.C. HORIZONTAL b

BRACE TO BE LOCATED AT THE MIDSPAN OF THE LONGEST STUD. N

ATTACH TO VERTICAL STUDS WITH (4) 10d NAILS THROUGH 2x4. ) 2x6 DIAGONAL BRACE SPACED 48" O.C.

(REFER TO SECTION A-A) Diag. Brace ATTACHED TO VERTICAL WITH (4) -16d
7. GABLE STUD DEFLECTION MEETS OR EXCEEDS L/240. at 1/3 points COMMON WIRE NAILS AND ATTACHED
8. THIS DETAIL DOES NOT APPLY TO STRUCTURAL GABLES. ' A TO BLOCKING WITH (5) - 10d COMMONS.
9. DO NOT USE FLAT BOTTOM CHORD GABLES NEXT TO SCISSOR if needed g

TYPE TRUSSES. '
10. SOUTHERN PINE LUMBER DESIGN VALUES ARE THOSE EFFECTIVE

06-01-12 BY SPIB/ALSC. End Wall HORIZONTAL BRACE

== (SEE SECTION A-A)
2 DIAGONAL A
Minimum Stud Without 1x4 2x4  DIAGONAL  BRACES AT

Stud Size  spacing Brace L-Brace L-Brace BRACE 1/3 POINTS
Species :

and Grade Maximum Stud Length
2x4 SP No. 3/ Studj 12"0.C. 38-10-2 419 5102  7-2-15 11-6-6
2x4 SPNo.3/Stud 16" O.C.  3-5-11  3-6-15  50-11  6-11-6  10-5-1
2x4 SPNo.3/Stud 24" O.C.  2-10-1  2-11-1 4-1-9 5-8-1 _ 8-6-2

Diagonal braces over 6'-3" require a 2x4 T-Brace attached to

one edge. Diagonal braces over 12'-6" require 2x4 |-braces

attached to both edges. Fasten T and | braces to narrow edge

of diagonal brace with 10d common wire nails 8in o.c., with 3in minimum
end distance. Brace must cover 90% of diagonal length.

MAX MEAN ROOF HEIGHT =30 FEET

CATEGORY Il BUILDING

EXPOSURE B or C

ASCE 7-98, ASCE 7-02, ASCE 7-05 140 MPH

DURATION OF LOAD INCREASE : 1.60 STUD DESIGN IS BASED ON COMPONENTS AND CLADDING.

CONNECTION OF BRACING IS BASED ON MWFRS.

GABLE END BRACING

1/4" =

Concrate Block,
=olid Concrale ar
Another Framed Floor

aecond Fimor
Wood Floor Tnuss
or Metal | Waod Framing

1-0"

=R

T
Below
Wiooa

First Floor

WEEP SCREED DETAIL

11/2"=1"-0"

/
F

.I Finish coat approx.

- B e in. (3 mm) thick
/\’P i Base coal approx.

Mnnar‘jnlnl‘s min. (9.5 mm) thick
struck flush

@ STUCCO ON CMU

STANDING SEAM METAL ROOF
ALTERNATE: ASPHALT SHINGLE ROOF

30# FELT UNDERLAYMENT HOUSE WRAP APPLIED OVER SHEATHING

PER FBC R703.2

CDX ROOF SHEATHING V i

VENTED SOFFIT PANEL / ‘j SPRAY FOAM INSULATION, R-19 MIN.

FIBERGLASS FACED GYPSUM SHEATHING

PRE-ENGINEERED WOOD TRUSS

CEMENTITIOUS PANEL
(HARDIE PANEL OR EQUAL) —

AZEK RAINSCREEN ————=¢ - SIMPSON

PT WD FURRING STRIP @ 16" O.C. ESQJN%S%EFSQET

24" O.C. W

T.0. CMU
8l - Oll

Z-FLASHING AT TRANSITION,
CONT.

1/2" GYP. BD.

CONTINUOUS GROUTED U-LINTEL
w/ #5 REBAR, CONT. ———

#5 REBAR, CONT. ——

PRE-CAST CONC. LINTEL
CAST-CRETE 8F16-1T/1B
MIN. 16" LONGER THAN OPENING DIM. ——

ALUMINUM WINDOW SYSTEM

b
PRE_CAST CONC SlLL . =z SOLID SURFACE SILL
BY CAST-CRETE T !

#5 REBAR VERT. REINFORCEMENT, CONT.
@ GROUTED CELLS

PORTLAND CEMENT PLASTER
STUCCO , SAND FINISH

1x WD TRIM, PAINTED

NOTE: EXTERIOR FINISH OF CMU WALLS
SHALL BE FINSHED IN PORTLAND CEMENT
PLASTER.

VCT FLOORING

WINDOW/DOOR FRAME DETAILS

SHALL BE ADJUSTED SO THERE IS NO
OVERLAP BETWEEN PLASTER AND FRAME
AT THE EXTERIOR.

—— 4" CONC. SLAB
2,500 PSI, REINF. w/ FIBERMESH AND
6 x 6 #10 WWM

Level 1 £ B4 1N 7
0o'-0" ] R « . ;:;;1;7,,;:74;3}: :4}’; -
GRADE R R AR =
0'-6"

NN

SECTION @ GABLE END

1"=1-0"

PORTANT CEMENT PLASTER (STUCCO)
APPLICATION NOTES:

1. STUCCO INSTALLATION MAY BE DIRECT TO CMU.
2. MORTAR JOINTS SHALL BE STRUCK FLUSH PRIOR TO STUCCO APPLICATION.
3. IMMEDIATELY PRIOR TO PLASTERING, CMU WALL SHALL BE WETTED. IF WATER IS NOT

IMMEDIATELY ABSORBED, A BONDING AGENT MAY NEED TO BE USED PRIOR TO
STUCCO APPLICATION.

4. TOTAL THICKNESS OF STUCCO SHALL BE MIN. 5/8".
5. USE DUPONT TYVEK WEATHER RESISTANT BARRIER WRAP WHERE REQUIRED.

DUPONT STRAIGHTFLASH AND FLEXWRAP NF AT ALL OPENINGS. REFER TO
MANUFACTURER'S INSTRUCTIONS FOR INSTALLATION OF EACH COMPONENT.

ENTIRE SHEET ADDED

BIDDING SET NOT FOR CONSTRUCTION
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